
 

 

 

 

 

 

                                                                                                                        

 

                                                                                                                       

   

 

 

Why separate with a Bauer separator? 

Bauer GmbH has over 25 years of experience with the 

manure separator and is represented in more than 80 

countries. The importer for the Netherlands is 

Distrimex, who realise their turnover through an active 

dealer network, including TS Group Holland. The 

manure separator by Bauer works with an auger; the 

most suitable and most used way  

of manure separation, it has proven itself to be a very 

reliable manure separator many times. The 

construction of the manure separator guarantees the 

separation effectivity in the most extreme 

circumstances. The Bauer manure separator 

characterises itself because of its simplicity and, in 

actual practice, proven high wear resistance.  

Floating sieve: continuity in 

capacity 

The sieve is executed in stainless 

steel, because there is little space 

between the sieve and the auger, 

there is less wear and tear and 

damage to the fixed parts. The sieve 

and auger experience less erosion and 

have longer durability, as a result the  

long term effectivity is maintained 

 
Better separating effectivity, 

automatic emission control 

The automatic emission control is 

continuously variable to get the 

desired separating effect. The 

control is durable, doesn’t need 

maintenance and is not subject to 

material fatigue. The construction is 

simple ( no hydraulic modulator) 

and because of full passage there is 

less chance of congestion.  

 

Simple and quick 

maintenance 

The caps on the side, stainless 

steel, have a simple quick-adjust 

fastener, so the sieve can be 

inspected quickly. Besides that 

the sieve can be easily cleaned 

with a high pressure cleaner. 

Less wear and tear, longer 

durability because of 

robust auger 

The auger in the sieve is 

executed in stainless steel. A 

special surface treatment 

makes is more durable. The 

auger is built out of one part 

and is easily dismantled, with 

aid of one bolt. 

Low engine capacity and 

low speed of revolution 

The Separator has a relatively 

low engine capacity and runs 

on low speed of revolution. 

Because the this the parts are 

less burdened, which leads to 

minimal wear and tear and it 

will save you energy costs. 


